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1
PARTIAL WRITE SYSTEM

CROSS REFERENCES TO RELATED
APPLICATIONS

This application claims the benefit under 35 U.S.C. section
119 of U.S. provisional patent application No. 61/712,091
filed on Oct. 10, 2012 and entitled “Partial Write System”
which is hereby incorporated by reference in its entirety and
for all purposes.

BACKGROUND

Memory devices, such as disc drives, are used to store data.
Computer systems intermittently update the data stored on
memory devices so as to replace the old data with new data.
When a data storage operation does not affect the integrity of
the data stored in a neighboring data storage location(s), the
information stored in a particular storage location can be
updated by simply replacing the old data in that storage loca-
tion with new data. However, when a data storage operation
does affect the integrity of data stored in a neighboring loca-
tion(s), an update operation for a particular storage location
can be more challenging.

SUMMARY

This Summary is provided to introduce a selection of con-
cepts in simplified form that are further described below in the
Detailed Description. This Summary is not intended to iden-
tify key features or essential features of the claimed subject
matter, nor is it intended to be used to limit the scope of the
claimed subject matter. Other features, details, utilities, and
advantages of the claimed subject matter will be apparent
from the following more particular written Detailed Descrip-
tion of various implementations and implementations as fur-
ther illustrated in the accompanying drawings and defined in
the appended claims.

In accordance with one embodiment, a system and method
can be implemented for initiating a write operation on a band
of data stored on a magnetic recording medium at an inter-
mediate position within the band of data.

These and various other features and advantages will be
apparent from the following detailed description.

BRIEF DESCRIPTION OF THE DRAWINGS

A further understanding of the nature and advantages of the
present technology may be realized by reference to the fig-
ures, which are described in the remaining portion of the
specification.

FIG. 1 illustrates an example of a memory disc and arma-
ture for performing a memory read/write operation using
shingled media recording, in accordance with one embodi-
ment.

FIG. 2 illustrates an example of how data can be recorded
in a shingled media recording system at an intermediate posi-
tion within a band of data, in accordance with one embodi-
ment.

FIG. 3 illustrates a system for performing a memory update
operation, in accordance with one embodiment.

FIG. 4 illustrates updating of a grouping of data, in accor-
dance with one embodiment.

FIGS. 5A and 5B illustrate a flowchart showing a method
of updating data in accordance with one embodiment.

DETAILED DESCRIPTION

Magnetic media storage drives store data in polarized cells
on one or more magnetized media within each storage drive.
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One example of a magnetic media storage drive is a magnetic
disc drive, which includes a disc (e.g., disc 102 of FIG. 1) that
has polarized cells arranged in concentric, generally circular
data tracks. In operation, one or more of the discs rotate at a
constant high speed within the storage drive while informa-
tion is written to and read from the tracks on the disc(s) using
an actuator assembly. The actuator assembly rotates during a
seek operation about a bearing shaft assembly positioned
adjacent the discs.

The actuator assembly includes one or more actuator arms
that extend toward the discs. A head with a read pole and a
write pole is mounted at the distal end of each of the actuator
arms. The write pole generates a magnetic field that writes
data to a disc by changing the magnetic polarization of the
cells on the disc that rotates beneath the head. The read pole
reads data from the disc by detecting the magnetic polariza-
tion of the cells on the disc.

In non-shingled magnetic media, each of the cells on a
magnetized medium are of a sufficiently large size relative to
the size of the write pole to allow the write pole to write data
to the cells without overwriting data in any surrounding cells.
As a result, data may be randomly written to available cells
anywhere on the magnetic medium. However, as require-
ments for data storage density increase for magnetic media,
cell size decreases. A commensurate decrease in the size of
the write pole is difficult because a strong write field gradient
provided by a larger write pole is often required to shift the
polarity of the cells on the magnetized medium. As a result,
writing data to smaller cells on the magnetized medium using
the relatively larger write pole may affect the polarization of
adjacent cells (i.e., overwriting the adjacent cells). One tech-
nique for adapting the magnetic medium to utilize smaller
cells while preventing adjacent data being overwritten during
a write operation is shingled magnetic recording (SMR).

SMR utilizes a large strong write field generated by the
write pole. One constraint of shingled magnetic recording is
that when data is written to the magnetic media, it is written in
sequentially increasing or decreasing radius tracks. The
strong write field affects two or more adjacent tracks includ-
ing the track being written to and one or more previously-
written tracks. As a result, in order to change any data cell
within the shingled data, all of the shingled data is re-written
in the selected sequential write order.

In order to achieve the increased cell density made possible
by SMR while compensating for a lack of random write
functionality in such a system, one or more isolation regions
may be created within with shingled data. The isolation
regions, also referred to as guard tracks, are groupings of one
or more adjacent data tracks within the shingled data that are
unavailable for recording. In operation, the isolation regions
define separate data bands (i.e., groups of logical sectors
bounded by guard tracks) of shingled data. Typically, each
guard track is wide enough to prevent any overwriting across
the guard track. As a result, the guard tracks create bands of
shingled data, including one or more adjacent tracks that are
isolated from other bands. Consequently, a single band of
shingled data is rewritten (rather than all of the shingled data
on the disk) when one or more cells within the band are
changed.

However, re-writing one or more cells of data in a data band
still typically entails multiple steps, including: reading the
entire data band, writing data of the data band into a media
scratch pad (e.g., a temporary cache) on a memory storage
device, reading the data from the media scratch pad, and
re-writing the data to the original data band with the one or
more changed cells. This series of operations to write data to
one or more cells in a data band is herein referred to as a
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“read-modify-write” operation. Such reading and re-writing
data of the entire band in a conventional read-modify-write
operation is time consuming and an inefficient use of power.

To address the needs for both increased cell density and
storage and also for time and power efficiency, some SMR
write operations can be performed by reading data from
selected (i.e., less than all) data tracks of a data band, writing
data of the selected data tracks into a media scratch pad,
reading such data from the media scratch pad, and subse-
quently writing data to the selected data tracks with one or
more changed cells. This series of operations is referred to
herein as a “partial read-modify-write” operation. In one
embodiment, a partial read-write-modify operation reads and
writes data to a single data track.

Embodiments of the present technology are disclosed
herein in the context of a disc drive system. However, it
should be understood that the technology is not limited to a
disc drive system and could readily be applied to other tech-
nology systems as well.

With reference now to FIG. 1, an example of a disc drive
system is shown. FIG. 1 illustrates a perspective view 100 of
a disc drive system that utilizes shingled media recording. A
disc 102 rotates about a spindle center or a disc axis of
rotation 104 during operation in the direction shown by arrow
114. The disc 102 includes an inner diameter 106 and an outer
diameter 108 between which are a number of concentric data
tracks 110, illustrated by circular lines. Information may be
written to and read from the disc 102 along different data
tracks 110.

A transducer head 124 is mounted on an actuator assembly
120 at an end distal to an actuator axis of rotation 122. The
transducer head 124 flies in close proximity above the surface
of'the disc 102 during disc operation. The actuator assembly
120 rotates during a seek operation about the actuator axis of
rotation 122 positioned adjacent to the disc 102. The seek
operation positions the transducer head 124 over a target data
track of the data tracks 110.

The exploded view 140 illustrates a closer view of shingled
media tracks 110 with the storage areas shown as shingled
media bit locations. As described above, a grouping of two or
more consecutive shingled media tracks may be referred to as
a band. Bands may be isolated from one another by guard
tracks. The write process does not overlap any data tracks in
a different band. Thus, the shingled media tracks 110 may all
belong to a single data band. Alternatively, one or more of the
shingled media tracks 110 may be a guard track that divides
two different bands of data on the disc 102.

In one implementation, a media controller 128 performs a
partial read-modify-write operation. FIG. 1 shows a media
controller 128 interfacing with the actuator assembly 120 to
control partial read-modify-write operations in a shingled
media format. In one implementation, a partial read-modify-
write operation causes the transducer head 124 to write data to
an intermediate location within a band of SMR tracks by
reading data of selected tracks within the band, writing data of
the selected tracks to a media scratch pad, reading data of the
selected tracks out of the media scratch pad, and writing data
to the selected tracks with one or more changed cells. This
partial read-modify-write operation is more efficient than a
conventional SMR read-modify-write operation because
only a sub-portion of the band is read and re-written—the
entire band need not be read and re-written.

FIG. 2 illustrates a more detailed example of shingled
media. FIG. 2 shows tracks 204, 206, 208, and 210, which
form a band. In track 204, memory locations are shown as
shingled bit locations (e.g., data cells). For example, shingled
bit locations 212 and 214 each store individual bit values. The
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recording head 202 performs successive write operations in
successive bit locations as the disc moves beneath the write
head in direction 220. Each successive write operation over-
laps a portion of the preceding bit location. The recording
head 202 generates a write field that affects shingled bit
locations spanning a width “W” on the track 210. Due to the
span of the write field W, two tracks of width “U” (e.g., the
tracks 208 and 206) may be affected by a single pass of a
writer on the recording head 202. For example, the recording
head 202 may affect data bits in both of the tracks 208 and 206
while writing to the track 208.

In accordance with certain embodiments, the process of
updating SMR data can be accomplished by performing a
partial read-modify-write operation. For example, FIG. 2
shows a band of data beginning at bit location 222 and includ-
ing tracks 204, 206, 208, and 210. During a partial write
operation, data of the track 208 is updated by accessing con-
secutive data tracks in the band following 208 (e.g., 206, 204,
etc.) without accessing data tracks preceding the track 208
(e.g., the data track 210).

In addition, a partial read-modify-write operation can be
performed by beginning a read operation from an intermedi-
ate position within a track of the data band. For example, a
partial read-modify-write operation can begin at bit location
224 intrack 210. As data is written over the track 210, the disc
spins beneath the recording head 202 in the direction of arrow
220. Thus, the next bit written to the disc is bit location 226.

FIG. 3 illustrates an example system 300 for performing a
memory update in a disc 304 using a partial band writing
operation. A host 302 provides new data 303 that is to be
stored on the disc 304 in place of existing data as well as an
address that indicates where the new datais to be stored onthe
disc. In the illustrated embodiment, the address for the new
data is not located at the beginning of the band, but is located
at an intermediate location between the beginning and end of
the band. This operation is indicated by the arrow designated
as 11in FIG. 3.

The host 302 communicates with the media controller 308
to notify the controller that the disc is to be updated. The
controller 308 can take a variety of configurations. In accor-
dance with certain embodiments, the controller 308 includes
firmware configured as part of the disc drive system. A
memory 330 can be utilized to store the firmware as well as
other data. Processor 332 can be utilized to perform the func-
tions dictated by the firmware as well as any other programs.
The controller receives the new data 303 and stores the new
data locally at the controller in this example. The controller
308 also receives the target address where the new datais to be
stored, wherein the target address is at an intermediate loca-
tion between the beginning and end of the band.

To perform a partial update operation, the controller backs
up any data that will be written over by the memory update
operation. Thus, arrow 2 indicates that the controller retrieves
the data beginning at least from the target address in the band
where the new data is to be stored and through the end of the
band. For example, this old data can be conveyed to the
controller and then stored in temporary storage area 316. The
temporary storage area 316 may be a static region of the
media 204 (e.g., a static region of a disc), or a region of other
memory (e.g., volatile memory, SSD memory, etc.). Such a
storage area is also referred to herein as a “media scratch pad.”
The arrow 3 is used to show the conveyance of the old data to
temporary storage area 316.

FIG. 3 further illustrates that a modified set of data can be
prepared for storage on the disc 304. In this example, the
controller prepares the modified set of data by creating a
string of data shown as string of data 312. The string of data
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312 represents the new data 303 appended with the existing
old data stored on the disc that runs from the end of the new
data to the end of the band. Thus, if the band includes three
tracks of data and the insertion of new data is intended to be
made at the beginning of the third track, the string of data
shown as 312 would include the new data 303 followed by the
remaining old data in track 3 that has not been replaced. Track
3 would be written over with this data string 312 in a shingled
media format. Arrow 4 represents the operation of writing the
data string 312 to the disc.

If the update operation should fail, the temporary storage
area 316 holds a copy of the old data for recovery purposes.
For example, if the storage operation represented by arrow 4
fails in mid-stream such that only a portion of the new data
303 is written to the disc, the old data 320 stored in temporary
storage may be retrieved and written back to its original
position. Arrow 5 represents such a recovery operation. The
temporary storage provides a reliable backup capability in
case an error should occur in the modification process.

The process described above is referred to as a partial
read-modify-write operation. During a partial read-modify-
write operation, one does not need to access (e.g., read and
write) data in all of the data tracks of a data band. For
example, where a band includes three tracks, one does not
need to read all three tracks if the new data is to be used to
update a location in the third track. Rather, one simply reads
data beginning proximate to where the new data is to be stored
in the third track through the end of the third track. In this
example, one saves the time of having to read data from and
write data to the first and second tracks in the band that are not
changed by the write operation. Reducing the quantity of data
read and written from an SMR media in this way improves
storage device efficiency and reduces power consumption.

If'atrack is divided into segments and the new data is to be
written to a location that begins in the middle of a segment,
one might choose to perform a partial read-modify-write
operation by retrieving data from the beginning of the seg-
ment where the new data is to be written.

While FIG. 3 shows an example in which the controller 308
creates the data string 312, the system could be implemented
differently. For example, the host might direct the controller
to store the old data 320 in temporary storage. Then, the host
might form the new data string 312 and communicate the new
data string 312 to the controller 308.

Moreover, while the temporary storage 316 is shown sepa-
rate from the controller 308, the temporary storage 316 could
be part of the controller 308, as well.

In another embodiment, the host might perform the opera-
tions of the controller rather than utilizing the controller to
perform those operations.

FIG. 4 illustrates how new data can be inserted into an
existing set of data. FIG. 4 shows a sequence of new data 402
that has been provided to update a portion of a band of data.
Asnoted above, a“band”is a set of one or more data tracks for
which the write process is permitted to overlap. The data
sequence 404 represents such a band of data. The target
address 412 is provided so that the data in data sequence 404
can be backed up beginning at that address. Data sequence
406 illustrates the data sequence that is read from the disc and
backed up in temporary storage. Should a recovery operation
be required, the data sequence can be retrieved from tempo-
rary storage. Once the old data from the disc is backed up in
temporary storage, the new data may be written to the disc.
Data sequence 408 shows the data on the disc after the new
data has been written to the disc beginning at target address
412 and ending at address location 414. Once the new data has
been written to the disc, the remaining old data on the band
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can be written to the disc. Thus, block 410 shows, for
example, that the two last sequential data blocks can be
retrieved from temporary storage and written to the disc as
part of sequential data string 410.

FIGS. 5A and 5B show a flowchart 500 that illustrates
another example of a partial read-modify-write operation
within a band. In operation 502, new data is received for
insertion into a section of data on a magnetic storage medium,
such as a band of data stored on a disc. Also, operation 504
shows that position indication information, such as an address
for a sector of a track in the band of data, is received that
indicates where in the section of data the new data should be
positioned. Thus, operation 504 shows where in the band of
data the new data should be stored.

Operation 506 shows that a read operation is initiated from
the location that has been identified for a new data update.
Less than the entire band of data is thus read from the record-
ing medium. This data may then be stored in temporary stor-
age as shown by block 508.

Inoperation 510, a portion of the old data that has been read
from the disc may be modified with the new data. This effec-
tively forms a revised set of data. The revised set of data can
be formed at a variety of different locations. For example, a
revised set of data could be configured by a controller that
controls a disc. Similarly, a host computer could form the
revised set of data. Alternatively, the revised set of data could
be formed by a processor separate from the controller and
host. Operation 512 shows the revised set of data may be
written to the storage medium that is being updated. Thus, for
example, the revised set of data may be written into the band
of data on the disc.

In operation 514, new data can be received for insertion
into the band of data. In operation 516, a determination can be
made that the new data is to be stored in the last sector of the
band of data. And, in operation 518 the new data can be
written over the last sector of the band of data without first
storing the last sector of data in temporary memory. In opera-
tion 518, the write operation can begin at the location where
the new data has been designated to be added and can con-
tinue through to the end of the band on the disc.

The process shown in FIGS. 5A and 5B effectively results
in the write operation writing over less than the entire band of
data in order to perform a read-modify-write operation on the
recording medium. The first portion of the band of data on the
disc need not be written over since it has not been modified.
Thus, time can be saved and an update operation can be
performed efficiently.

Although the block diagrams and flowcharts disclosed
herein describe various embodiments in the context of storage
devices for purposes of illustration and explanation, it is to be
understood that the technology disclosed herein can be more
broadly used for storage media beyond simply disc drives.

In one implementation, the block diagrams and flowcharts
disclosed above are implemented in hardware and/or in soft-
ware (including firmware, resident software, micro-code,
etc.). Furthermore, various implementations may take the
form of a computer program product on a non-transitory
computer-usable or computer-readable storage medium hav-
ing computer-usable or computer-readable program code
embodied in the medium for use by or in connection with an
instruction execution system.

The embodiments described herein may be implemented
as logical steps in one or more computer systems. The logical
operations may be implemented (1) as a sequence of proces-
sor-implemented steps executing in one or more computer
systems and (2) as interconnected machine or circuit modules
within one or more computer systems. The implementation is
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a matter of choice, dependent on the performance require-
ments of the computer system. Accordingly, the logical
operations making up the embodiments described herein are
referred to variously as operations, steps, objects, or modules.
Furthermore, it should be understood that logical operations
may be performed in any order, unless explicitly claimed
otherwise or a specific order is inherently necessitated by the
claim language.

What is claimed is:

1. A method comprising:

in response to receiving a sequence of new data for inser-

tion at an intermediate position in a band of data stored
on a magnetic recording medium, reading a sequence of
old data comprising less than the entire band of data
beginning from the intermediate position to the end of
the band;

storing the sequence of the old read data into temporary

storage;

initiating a write operation on the band of data with the

sequence of new data at the intermediate position within
the band of data thereby replacing a portion of the old
read data; and

writing an unmodified remaining part of the sequence of

the old read data that was not replaced by the sequence of
new data from the temporary storage to an end of the
band of data.

2. The method as claimed in claim 1 wherein the write
operation comprises:

utilizing shingled write operations.

3. The method as claimed in claim 1 and further compris-
ing:

reading less than the entire band of data from the magnetic

recording medium; and then writing over less than the
entire band of data on the recording medium.

4. The method as claimed in claim 1 and further compris-
ing:

determining that the new data is to be inserted in a last

sector of the band of data;

writing the new data over the last sector of the band of data

without storing the last sector of data in temporary stor-
age.

5. The method as claimed in claim 1 and further compris-
ing:

reading the less than the entire band of data from the

magnetic recording medium as old read data; and
revising the old read data with new data so as to form an
updated version of the old read data;

wherein the initiating the write operation on the band of

data at the intermediate position within the band of data
comprises:

writing the updated version of the old read data to the

magnetic recording medium.

6. The method as claimed in claim 1 and further compris-
ing:

receiving a position indication information indicating a

sector of the band of data; and

wherein the initiating the write operation on the band of

data at the intermediate position within the band of data
comprises initiating the write operation at the indicated
sector of the band of data.

7. The method as claimed in claim 1 wherein the initiating
the write operation on the band of data at the intermediate
position within the band of data comprises:

writing over a portion of the band of data while not writing

over the beginning of the band of data.

8

8. The method as claimed in claim 1, further comprising
not reading old data from a beginning position of the band to
the intermediate position of the band.

9. The method as claimed in claim 1, further comprising

5 reading old data only from the intermediate position of the
band to the end of the band.

10. The method as claimed in claim 1, wherein writing an
unmodified remaining part of read data further comprises
writing an unmodified remaining part of old data back from
the temporary storage to the band of data.

11. One or more non-transitory computer-readable storage
media encoding computer-executable instructions for execut-
ing on a computer system a computer process, the computer
process comprising:

in response to receiving a sequence of new data for inser-

tion at an intermediate position in a band of data stored
on a magnetic recording medium, reading a sequence of
old data comprising less than the entire band of data
beginning from the intermediate position to the end of
the band;

storing the sequence of the old read data into temporary

storage;

initiating a write operation on the band of data with the

sequence of new data at the intermediate position within

the band of data thereby replacing a portion of the old
read data; and

writing an unmodified remaining part of the sequence of

the old read data that was not replaced by the sequence of

new data from the temporary storage to an end of the
band of data.

12. The one or more non-transitory computer-readable
storage media of claim 11 wherein the computer process
further comprises:

utilizing shingled write operations.

13. The one or more non-transitory computer-readable
storage media of claim 11 wherein the computer process
further comprises:

writing over less than the entire band of data on the mag-

netic recording medium.

14. The one or more non-transitory computer-readable
storage media of claim 11 wherein the computer process
further comprises:

determining that the new data is to be inserted in a last

sector of the band of data;

writing the new data over the last sector of the band of data

without storing the last sector of data in the temporary

storage.

15. The one or more non-transitory computer-readable
storage media of claim 11 wherein the computer process
further comprises:

reading the less than the entire band of data from the

magnetic recording medium as old read data;

revising the old read data with the new data so as to form an

updated version of the old read data;

wherein the initiating the write operation on the band of

data at the intermediate position within the band of data

comprises:

writing the updated version of the old read data to the

magnetic recording medium.

16. The one or more non-transitory computer-readable
storage media of claim 11 wherein the computer process
further comprises:

receiving a position indication information indicating a

sector of the band of data; and
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wherein the initiating the write operation on the band of
data at the intermediate position within the band of data
comprises initiating the write operation at the indicated
sector of the band of data.

17. The one or more non-transitory computer-readable 5
storage media of claim 11 wherein the initiating the write
operation on the band of data at the intermediate position
within the band of data of the computer process further com-
prises:

writing over a portion of the band of data while not writing 10

over the beginning of the band of data.

18. An apparatus for storing data, the apparatus compris-
ing:

a recording device configured to initiate a write operation

with a sequence of new data on a band of data stored on 15
a magnetic recording medium at an intermediate posi-
tion within the band of data by reading a sequence of old
data comprising less than the entire band of data begin-
ning from the intermediate position to the end of the
band, storing the sequence of the old read data into 20
temporary storage, writing the sequence of new data at
the intermediate position within the band of data thereby
replacing a portion of the old read data, and writing an
unmodified remaining part of the sequence of the old
read data that was not replaced by the sequence of new 25
data from the temporary storage to an end of the band of
data.

19. The apparatus as claimed in claim 18 wherein the
recording device comprises:

a recording head; and 30

a processor to control the recording head to perform

shingled write operations.
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